
Model TC-A52P6 Spec:E/4mm
Name 2MP Fixed People counting Camera (4mm)

Picture

Key Features
People Counting，POE，1080p@30fps，0.002Lux，WDR，
HLC, Fixed lens, Three Intelligence, IP66, TF Card Slot, Audio 
1/1, Alarm 2/1Specifications

Camera
Image Sensor 1/2.8" CMOS
Operating System Linux
Min. Illumination 0.002Lux(F1.6,AGC ON)
Shutter Time 1s to 1/100,000s
Day & Night IR Cut Filter
Wide Dynamic Range 120dB
Lens
Lens Type Fixed
Focus 4mm
Aperture F1.6
FOV 87.4°（W）- 46.5°（T）
Compression Standard
Video Compression H.265、S+265、H.264 HP/MP/BP 、S+264 HP/MP/BP
Audio Compression G.711A/G.711U/ADPCM_D/AAC_LC
Audio Bit Rate 8K～48Kbps
Audio Denoising Yes
Coding Type BaseLine Profile/Main Profile/High Profile
Transmission Mode Third Stream
Image
Max. Resolution 2592×1944
Main Stream 1080p（1920×1080）

Sub Stream 4CIF（704×576）

Third Stream 4CIF（704×576）

Frame Rate
PAL：1080p@25fps、960p@25fps、720p@25fps、VGA@25fps，4CIF@25fps
NTSC： 1080p@30fps，960p@30fps，720p@30fps，VGA@30fps，4CIF@30fps

Image Setting Saturation, brightness, contrast, sharpness adjustable, Corridor mode
Image Enhancement, Smart Defog, Gamma adjustment, Scene mode settings

Three intelligence Smart Image, Smart Alarm, Smart Coding

OSD Support 16×16, 32×32, 48×48, Adaptive scale overlay
Supprot time, date, week overlay

General Function Restart, Password protection
Feature
Video Analytics People counting, vertical installation accuracy 95%
Early Warning(EW) Yes
Network

Protocols
TCP/HTTP/MULTICAST/UPnP/PPPoE/DDNS/SIP/FTP/NTP/RTSP/ UDP/MCＵ/MTU/
SNMP/SMTP/802.1X/QoS/HTTPS

System Compatibility P2P, RTSP, ONVIF, GB28181-2016 version, GB1400
Client Easy7, EasyLive
Web Version Built-in Web server
Interface
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Communication Interface A 10M/100M adaptive ethernet port
Audio 1/1
Alarm 2/1
Reset Button Yes
On-board storage Support TF card, up to 128 GB
General
Web Client Language Chinese, English
Operating Conditions -35℃～65℃, 0～95% RH
Power Supply DC12V±20%, POE
Power Consumption MAX：6.2 W（12V）；MAX：6 W（POE）
Protection IP66
Heater N/A
Dimensions 118.5(D)*40.8(H)mm
Weight gross weight 0.45 kg
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